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Synchronization and Alignment
Latency, Buffering and Clocking
RX PCS/PMA Alignment
@ Enable TX Buffer @ Enable RX Buffer
(C) Bypass TX Buffer ' Bypass RX Buffer

TXUSRCLK(2) Source RXUSRCLK(2) Source

'RXRECCLK
Do not generate TXUSRCLK from TXUSRCLK?2 Do not generate RXUSRCLK from RXUSRCLK2
Use TXPLLREFCLK Use RXPLLREFCLK

Optional Ports
TXOUTCLK v RXRESET
| TXRESET RXRECCLK
| TXBUFSTATUS | RXBUFSTATUS
TXRATE | RXBUFRESET

GTXTEST | RXRATE

RX Comma Alignment
Comma Detection Optional Ports

Use Comma Detection Decode Valid Comma Only ENPCOMMAALIGN (enables positive comma alignment

¥| RXSLIDE

¥ RXBYTEISALIGNED
RXBYTEREALIGN

¥/ RXCOMMADET

Plus Comma [ 0101111100

Minus Comma i 1010000011

Comma Value ‘K28.S — ] ENMCOMMAALIGN (enables negative comma alignment

Comma Mask [ TR

Combine plus/minus Commas (double-length comma)

Align to... | Any Byte Boundary
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